
Parameter Test Conditions Min. Typ. Max. Units

ELECTRICAL CHARACTERISTICS (TJ = 25°C,  unless otherwise stated)

IR Reverse Leakage Current

VF Forward Voltage

trr Reverse Recovery Time

IRRM Peak Reverse Current

RqJC Thermal Resistance Junction – Case

VR = 800V TJ = 25°C

VR = 1000V TJ = 25°C

VR = 800V TJ = 125°C

IF = 12A TJ = 125°C

IF = 1A VR = 30V

dI/dt = 15A/ms TJ = 25°C

IF = 12A VR = 350V

dI/dt = –100A/ms TJ = 100°C
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FAST RECOVERY
EPITAXIAL DIODE

IN A HERMETIC TO–258
METAL PACKAGE

FEATURES
• TO–258 HERMETIC ISOLATED PACKAGE
• HI–REL APPLICATIONS
• FAST RECOVERY (<50ns)

VRRM Peak Repetitive Reverse Voltage

IF Average Forward Current d = 0.5, TC = 100°C

TJ Maximum Operating Junction Temperature

TSTG Storage Temperature Range

MECHANICAL DATA
Dimensions in mm (inches)

ABSOLUTE MAXIMUM RATINGS (TC = 25°C unless otherwise stated)

Pin 1 – A1 Pin 2 – K1/A2 Pin 3 – K2

1 2 3

17.65 (0.695)
17.39 (0.685)

4.19 (0.165)
3.94 (0.155)
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TO–258 Package.

A1 K1/A2 K2

http://www.semelab.co.uk


This datasheet has been download from:

www.datasheetcatalog.com

Datasheets for electronics components.

http://www.datasheetcatalog.com
http://www.datasheetcatalog.com
http://www.datasheetcatalog.com

